
Lateral Attaching Lateral

Application Description Value Size Value

2x (1-1/2") 81

2x (1-1/2") 97

2x (1-1/2") 97

Framing Hy-Tek 3"x.120M 131 2x (1-1/2") 103

2x (1-1/2") 118

2x (1-1/2") 118

2x (1-1/2") 131

5/16"-3/8" 58

Shear 3/8" & 1/2" 74

Subfloor Hy-Tek 2-1/4"x.120M 91 5/8" Ply 88

Roof 10d 2-3/8"x.148 Smooth, Screw or Ring 3/4" Ply 88

3/4" Ply 88

3/4" Ply 88

12d 3-1/4"x.148 Smooth, Screw or Ring

16d 3-1/2"x.162 Smooth, Screw or Ring

10d 3"x.120 Smooth, Screw or Ring

10d 3"x.131 Smooth, Screw or Ring

16d 3-1/4"x.131 Smooth, Screw or Ring

16d 3-1/2"x.135 Smooth, Screw or Ring

10d 3"x.148 Smooth, Screw or Ring

8d 2-3/8"x.113 Smooth, Screw or Ring

10d 2-1/2"x.148 Smooth, Screw or Ring

10d 3"x.148 Smooth, Screw or Ring

8d 2-1/2"x.131 Smooth, Screw or Ring

Fasteners for Pressure-Treated Wood and Fire-Retardant -Treated Wood 

10d 2-1/4"x.148 Smooth, Screw or Ring

Note: Hy-Tek Nails will replace Smooth, Ring and Screw Shank Nails

 shall be in accordance with section 2304.10.5.1 through 2304.10.5.4 of the 2018 IBC

HyTek Fasteners

Common Nails

Replacement Fasteners
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StandardHy-Tek Fasteners

Meets ASTM F 1667 & ASTM A 153 Class D For HDG


