
*Carton weights are approximate and may vary.

  Asymmetrical thread pattern

  Square drive prevents cam out and stripping

  For cabinet work, furniture assembly

  Superior holding power
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 Square Flat Head Particle Board Screws, Plain and Lubed

Size Part No. Qty. Lbs.* Material Application

8 x 3/4 812QL 10M 32 Wood screw used for interior wood applications.

8 x 1 816QL 10M 40 Wood screw used for interior wood applications.

Size Part No. Qty. Lbs.* Material Application

8 x 1-1/4 820QL 8M 38 Wood screw used for interior wood applications.

8 x 1-1/2 824QL 6M 33 Wood screw used for interior wood applications.

8 x 1-5/8 826QL 5M 30 Wood screw used for interior wood applications.

8 x 1-3/4 828QL 4M 26 Wood screw used for interior wood applications.

8 x 2 832QL 3.5M 25 Wood screw used for interior wood applications.

Size Part No. Qty. Lbs.* Material Application

9 x 2-1/2 940QL 2.5M 24 Wood screw used for interior wood applications.

9 x 3 948QL 2M 23 Wood screw used for interior wood applications.

 Specifications

Self-Drilling | Drywall | Stainless Steel | Needle Point | Outdoor | Woodworking | Concrete | Cement Board | Pole Gripper | Special Application
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